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Kompakt Sac Siirme Sistemleri

Compact Feeder Systems
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e 500 kg’dan 20 Ton’a kadar tagima kapasitesi
e 50 mm’den 1300 mm’ye kadar rulo genislik kapasitesi
e 0.3 mm’den 4 mm’ye kadar kalinlik kapasitesi

® 3’ 1 arada kompakt sistem, kisa ve uzun hatlar i¢in
sistemler.

® Coil weight from : 500 kg to 20 tons
e Strip width from : 50 mm to 1300 mm
® Material thickness from : 0.3 mm up to 4 mm

® Coil cradle, 3 in 1 combination, short line & long line
configurations match all applications.




5 YAGCIOGLU

Dogrultmali Servo Siiriiciiler
MAKINA

Servo Feeders With Straightener

YMDS Dogrultmali servo suriciler, dogrultma merdane
sayisina gore 4 farkli grupta dretilmektedir.
(5-7-9-11 merdaneli)

: Musteri talepleri dogrultusunda 6zel dretim de
’ ' 5 yapilabilmektedir.

YMDS Servo feeder with straightener products divided
4 different group depands on straightener roller quantity
as 5-7-9-11 roller.

Also can be produced as customer special requirments.

@ 200 mm. - 1300 mm. Rulo genislik kapasitesi

® 0,5 mm. - 4 mm. Sac kalinlik kapasitesi

® Sac stirme hizi : 50 mt. / dk.

® Reduktor tahrikli kalip yikseklik ayari (Opsiyonel)

® 200 mm. - 1300 mm. Sheet width capacity
® 0,5 mm. - 4 mm. Sheet thickness capacity
@ Material feeding speed 50 mt. / min.

® Motorized height adjustment (Optional)

m Sac genislik / Sheet Width Sac kalinlik / Sheet thickness Do%#gggt?negg?&fel?ri / .‘J

YMDS 200 mm - 1300 mm 0,5mm -4 mm 5-7-9-11
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YMS Servo Siiriicii (Rediiktorlii Model) YMS Servo Feeder (Geared type)
® 100 mm. - 1300 mm. Rulo genislik kapasitesi e 100 mm. - 1300 mm. Sheet width capacity
® 0,3 mm. - 3,5 mm. Sac kalinlik kapasitesi ® 0,3 mm. - 3,5 mm. Sheet thickness capacity
YMST Servo Siiriicti (Trigerli Model) YMST Servo Feeder (Belt driven type)
® 100 mm. - 500 mm. Rulo genislik kapasitesi e 100 mm. - 500 mm. Sheet width capacity
e 0,3 mm. - 2 mm. Sac kalinlik kapasitesi ® 0,3 mm. - 2 mm. Sheet thickness capacity
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Rulo Acicilar
Decoilers

« MEKANIK RULO AGICILAR
« HIDROLIK RULO ACICILAR
« GiFT KAFA RULO ACICILAR

e MECHANICAL DECOILERS
e HYDRAULIC DECOILERS
e DOUBLE HEAD DECOILERS

Genel Ozellikler

® Genislik kapasitesi : 100 mm. - 1300 mm.
® Agirlik kapasitesi  : 1000 kg. - 15.000 kg

General Details

® Roll width capacity  : 100 mm. - 1300 mm.
o Roll weight capacity : 1000 kg. - 15.000 kg
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Radyal Percin Ovalama Sistemleri Servo Percin Ovalama Sistemleri
Radial Riveting Machine Systems Servo Riveting Machine Systems

Teknik Ozellikler / Technical Details

Mode/ Min - Max. Perginleme Kapasitesi Motor Giicti Gerilim Strok Makine Govde Hareketi Adiriik
Radial Servo Min - Max. Riveting Capacity Motor Power | Voltage / Grequence | Stroke Machine Body Movement Weight

YMR6-A  YMS6-A 025-06mm 0.25 kW 220V /380 Hz 40 mm 80/230 mm 100 kg
YMR8-A  YMS8-A 05-08mm 0.37 kW 220V /380 Hz 50 mm 80/230 mm 150 kg
YMR12-A  YMS 12-A 07-012mm 0.55 kW 220V /380 Hz 50 mm 1007250 mm 200 kg
YMR16-A  YMS 16-A 010-0 16 mm 0.75 kW 220V /380 Hz 50 mm 100/250 mm 250 kg
YMR20-A  YMS 20-A 014-020 mm 1.1kW 220V /380 Hz 50 mm 100/250 mm 300 kg




Zamak Yolluk Ayirici Unite

Zamac Runner and Air Pocket Separator System
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- Separator ile uyumlu bitiin Zamak Urinleri aynstinimasinda, is glictinde ve
enerji tasarrufunda fayda saglayan otomasyon sistemleri.. Mamuller terazi
lizerinde gramaj onaylanir. Konveyér araciligi ile ayirma tamburuna taginir.
Ayristirma isleminde mamul yollugu, sicak potaya génderilir.

Mamul ve Hava cebi ayirici tinitesinde ayrilir.

Genel Kullanim Alani :
Sicak Kamara Zamak Enjeksiyonlari

Genel Ozellikleri :

Standart Unite : Yolluk Ayirma Tamburu,
Hiz Kontrol (invertr), Konveydr

Opsiyon Unite : Hava Cebi Ayirma
Opsiyon Unite : Tarti (Terazi)
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. Runner and air pocket separator automation system..
: For hot chamber dlie casting machines. Its provide
labor saving and economize energy consumption

ﬁﬂj Bt d B ~ ' - - while separate runner from main
| - product for all suitable injection parts.
Process:

Injection part move out from the mold and fall

down to digital weight checker unit.

The injection part move to the drum unit by conveyor system
after confirmation of the correct weight by checker.

i B The runners separate from the main parts inside the
3 drum runners go inside to the furnace to recyle.
y Main parts fall down into the product box.
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_ Usage :
I | Hot chamber die casting machines

TERAZI KONVEYOR

s . General Property :
STANDARD UNIT : Runner separator drum,
- speed control invertor, conveyor
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— :EL Yo avikict OPTION UNIT : Air pocket separator
= | I OPTION UNIT : Digital weight checker
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Teknik Ozellikler / Technical Details

YMYA-320 1325 2300 640 3240 600 320 1440 350 900 850 400 450 500
Olgiller / Dimensions (mm)
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